




HOTSY FOCUS ITEMS

3HOTSY

• Hotsy branded bend black restrictor
• Wrapped impression, maximum 

oil resistant tube and cover with black
hose guard, both ends

• 20% greater flexibility
• 7 times greater abrasion resistance
• Built to SAE 100R1AT OD dimensions
• Rated to 275°F

Tuff-Skin 1-Wire 4000 PSI Hose

Part No. Size ID Temp Fittings PSI

3/8” MPT Swivel x 3/8 MPT Swivel
8.739-016.0 50' 3/8 275°F SWxSW 4000
8.739-018.0 100' 3/8 275°F SWxSW 4000

• Hotsy branded black bend restrictor
• Wrapped impression, maximum oil

resistant tube and cover
• 50% greater flexibility
• 7 times greater abrasion resistance
• Economically priced
• Rated to 275°F

3/8" Tuff-Flex 1-Wire 3000 PSI Hose

Part No. Size ID Temp Fittings PSI

3/8” MPT Swivel x 3/8 MPT Swivel
8.739-116.0 50' 3/8 275°F SWxSW 3000
8.739-118.0 100' 3/8 275°F SWxSW 3000

• Hotsy branded red bend restrictor
• Wrapped impression, maximum oil

resistant tube and cover
• 50% greater flexibility
• 7 times greater abrasion resistance
• Hose guard on both ends
• 3/8" MPT Swivel x 3/8" MPT Swivel

Tuff-Flex 5000 PSI 2-Wire Hose

Part No. Size ID Temp Fittings PSI

3/8” MPT Swivel x 3/8 MPT Swivel
8.739-193.0 50' 3/8 275°F SWxSW 5000
8.739-195.0 100' 3/8 275°F SWxSW 5000

Tuff-Flex hose has the same durable cover as the Tuff-Skin
hose. A smaller OD allows for even greater flexibility.

Tuff-Flex hose has the same durable cover as the Tuff-Skin hose. 

• 4000 PSI @ 225°F
• Solid center core
• These mounting kits contain 

connection hoses, hardware and reel

HOTSY EZ Reel Kits
The Hotsy EZ Reel is built tough and affordable. Holds 100' of 3/8" ID hose.
Convenient mounting kits have been designed to adapt this reel to most Hotsy
models. See below.

Part No. Description Model No.

8.903-050.0 280790 100' 3/8" Hose, Hose Reel Kit 555/790 SS

• Red powder coat finish with white Hotsy logo
• Up to 5000 PSI @ 325°F
• Heavy-duty swivel with a 2 year 

“no leak” guarantee
• Pivoting action keeps reel in constant alignment

with hose
• Mounting kit required

360° Rapid Reel Pivot Reel
Features a sturdy, lockable 360° pivot design. Numerous mounting options.
These patented pivot reels are always aligned with the hose for tangle-free 
pressure washing. Rated at 5000 PSI and 325°F. 

Part No. Original No. Capacity Model No.

8.904-511.0 860202 100' x 3/8" RQ 5513
8.904-516.0 860201 200' x 3/8" RQ 5516

Rapid Reel Non-Pivot Hose Reels
Versatile line for high-pressure hose. Numerous mounting options. High-pressure
reels carry a 2-year warranty and are rated at 5000 PSI and 325°F. 

Non-pivot reels are designed 
to be bolted to one of the mounting
brackets listed under “Non-Pivot
reel kits”.

• Red powder coat finish 
with white Hotsy logo

• Up to 5000 PSI @ 325°F
• Heavy-duty swivel with 

a 2 year “no leak” guarantee
• Mounting kit required

Part No. Original No. Capacity Model No.

8.904-517.0 860204 100' x 3/8" RQ 4413
8.904-518.0 860203 200' x 3/8" RQ 4416

• 10 micron filtration
• Spin-on convenience
• Water separation chamber
• 1/4" FPT inlet/outlet
• Easy drain water/sediment bowl

Fuel Filter/Water Separator

Part No. Description

8.749-771.0 Complete Unit
8.749-770.0 Element
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Zinc Plated Nipples, hardened steel combined with zinc yellow chromate plating
holds up to the harshest environments.

HOTSY Twist Quick Couplers

• Precision brass design
• Unrestricted free flow

• Zinc plated
• Hardened steel

Swivels, designed for 4000 PSI and extended durability. Affordable and rugged
all in one.

Part No. Original No. Description

8.717-562.0 826301 1/4" FNPT
8.707-189.0 826300 3/8" FNPT
8.717-561.0 826303 1/4" MNPT
8.717-560.0 826302 3/8" MNPT

Part No. Original No. Description

8.717-564.0 826291 1/4" FNPT
8.717-563.0 826293 1/4" MNPT

• 4000 PSI max

• 4000 PSI max

• Applies detergent while by-passing vital machine com-
ponents

Downstream Chemical Injectors

Part No. Original No. Description

9.802-956.0 873579 Adjustable, Hot Water 2.1mm 3/8" M x 3/8" M

HOTSY Hot Water Lance
Hotsy quality through and through. Superior heat protection 
with zytel insulated grips.

• PSI:  4000
• Temperature:  220°F

• 1/4" plated steel pipe
• 1/4" threads
• Zytel insulated grips

Part No. Original No. Description

8.711-274.0 936610 15" Lance w/Grip
8.711-269.0 878917 36" Lance w/Grip & Side Handle

HOTSY Dual Lance
The Hotsy dual lance simply out classes the competition. 35" and 48" length to meet UL Standards. Designed specifically for Hotsy 
to our specifications.

• PSI:  3000
• Temperature:  220°F
• For use with downstream injection
• Detergent control side handle

Part No. Original No. Description

8.711-315.0 878913 35" Hot Water w/ Grip
8.711-313.0 878911 48" Hot Water w/ Grip

• Easily fastened 
to any 1/4" wand

• 12" in length
• Zytel material 

for long life

HOTSY Lance Grip

Part No. Original No. Description

8.717-661.0 859762 12" Insulated Grip

HOTSY Cold Water Lances

Part No. Original No. Description

9.802-214.0 936701 36" Lance w/ Side Handle

Repair Kit Part No Orig. No. Orifice

2.884-972.0 079920 3.5
2.883-824.0 079921 4.0
8.932-953.0 079922 4.5
2.883-823.0 079923 5.0
2.883-822.0 079924 5.5
8.932-956.0 079925 6.5
2.884-974.0 079926 7.0
2.884-975.0 079927 10.0

Nozzle Part No. Orig No. Orifice PSI

9.302-242.0 374231 3.5 4350
9.302-243.0 374232 4.0 4350
9.302-244.0 374233 4.5 4350
9.302-245.0 374234 5.0 4350
9.302-246.0 374235 5.5 4350
9.302-247.0 374236 6.5 4350
9.302-248.0 374237 7.0 4350
9.302-249.0 374238 10.0 4350

Legacy REVOLUTION Turbo Nozzle

Legacy Revolution Turbo Nozzle is rated for up to 4350 PSI at 185
o
F. Turning

at an astounding 4000 RPM, the Revolution delivers faster and deeper clean-
ing action for the same price of 3000 PSI rotary nozzles.

• PSI:  3000
• 1/4" plated steel pipe
• 1/4" threads
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Pressure Switch

• Activated pressure 375 PSI

8.716-129.0

Part No. Orig. No. Description PSI Amp Voltage

8.716-129.0 875651 Hotsy 4000 15 250
8.712-267.0** 885680 Hotsy 5800 15 250
8.717-256.0* 875653 Micro Switch
* Repair parts only fit 8.716-129.0.

• Stainless steel, 
aluminum and brass 

• 5" long, 1" diameter
• 4 and 6.5 nozzle 

included 

• 1 to 5 GPM 
• 195°F 
• 2500 PSI 

Compact Foamer
Generates a high density clinging foam for extended dwell time to increase 
chemical action

Part No. Original No. Description

8.903-998.0 344022V 1/8" F Inlet
8.903-999.0 344023V 1/4" F Inlet

NOTES:  Most cleaning chemicals perform best when applied at 120° - 150°F and can be applied as a 
foam by adding a foaming agent. See your Hotsy distributor to obtain the correct product.

• Formulated to exceed the factory specifications for
HOTSY and other high pressure pumps.

• Non-detergent, non-foaming

Pump Oil

Part No. Original No. Description

8.914-527.0 315068 32 oz Bottle

Zinc Plated Plugs, hardened steel combined with zinc yellow chromate plating holds up 
to the harshest environments.

Quick Couplers

• Precision brass design
• Unrestricted free flow
• 4000 PSI 
• Stainless steel band for

increased durability

• Zinc plated
• Hardened steel
• 4000 PSI 

Brass Couplers, designed for 4000 PSI and extended durability. Affordable and rugged all in one.

Stainless Steel Couplers, made of 303 stainless steel.• Chemical resistant
• 303 stainless steel
• 5500 PSI 

Stainless Steel Plugs, provides long life against corrosion.
• Chemical resistant
• 303 stainless steel
• 5500 PSI 

Part No. Original No. Description

9.802-164.0 826169 1/4" FNPT
9.802-166.0 826176 3/8" FNPT
8.916-538.0 Case of 200 (of 9.802-164.0) - 1/4” FNPT
8.916-537.0 Case of 200 (of 9.802-166.0) - 3/8” FNPT

Part No. Original No. Description

9.802-165.0 826170 1/4" MNPT
9.802-169.0 2-2003 3/8" MNPT
8.916-542.0 Case of 200 (of 9.802-165.0) - 1/4” MNPT
8.916-541.0 Case of 200 (of 9.802-169.0) - 3/8” MNPT

Part No. Original No. Description

8.707-136.0 915776 1/4" FNPT
9.802-170.0 915774 3/8" FNPT
8.916-361.0 Case of 200 (of 8.707-136.0) - 1/4” FNPT
8.916-536.0 Case of 200 (of 9.802-170.0) - 3/8” FNPT

Part No. Original No. Description

8.707-139.0 915786 1/4" MNPT
9.802-171.0 844806 3/8" MNPT
8.916-540.0 Case of 200 (of 8.707-139.0) - 3/8” MNPT
8.916-539.0 Case of 200 (of 9.802-171.0) - 3/8” MNPT

Part No. Original No. Description

8.707-103.0 826157 1/4" FNPT
8.707-125.0 826159 3/8" FNPT

Part No. Original No. Description

8.707-110.0 826158 1/4" MNPT
8.707-135.0 826160 3/8" MNPT

Part No. Original No. Description

8.707-138.0 915757 1/4" FNPT
8.707-144.0 915759 3/8" FNPT

Part No. Original No. Description

8.707-140.0 915758 1/4" MNPT
8.707-152.0 915760 3/8" MNPT

Legacy 500 Flow Switch
Allows for versatile mounting. 

• Tough, impact-resistant, 
glass-reinforced, nylon housing

• Tungsten contact reed switch 
• Heavy-duty machine brass internals

• Viton seals
• For solenoid control only
• 1-8 GPM 
• 4350 PSI 
• 3/8" inlet/outlet
• 190°F 
• 1 Amp switch
• 2 wire reed

Part No. Original No. Description

8.712-244.0 410305A Vertical Mount Only
8.712-247.0 410308A Mount in Any Position (Gray)
9.803-266.0 109672 Reed Switch Only (2 wire)




